








BATTERYLESS JUMP STRATER
The new miniBatt ULTRA-C features the innovative technology 
developed with ultracapacitor that enables accumulate energy 
and charge the device in less than 45 seconds. 

The charge is obtained through the harness the power from your 

boost it to start your car at a peak of 700A!   

level of the battery, a USB 5V/ 2.4A output for charging ALL kind of 
electronic devices, smartphones, cameras, etc and includes a built-

.

miniBatt
ULTRA-C

Led Torch 3 mm Anti-shock 
protection 

12V 10A

5V 2A

Via  jumper cable from car battery

12V Jump start

LED light

700A

250 x 120 x 50mm

1300 gr.

-20ºC ~ 60ºC

>100,000 CYCLES

6000mAh Full charged time:

4h (from 5V 2A) or 50 min (from 12V 10A)

SPECIFICATIONS:
Input:

Output:  

Peak Power:

Size:

Weight:

Working temperature:

Service Life:

Power bank:



35.000 mAh…
MONSTER: The most Powerful!

Specially designed for lorries, boats, planes…
The new miniBatt MONSTER is a genuine power monster.
Its 35.000 mAh of power can jump start engines with 24V
batteries as well as 12V ones.

This is a miniBatt for professional users, specially designed to jump
start large-scale vehicles such as lorries, boats, planes, agricultural
vehicles, etc. powered by either Petrol or Diesel engines.

In addition to the 12V or 24V output for jump starter clamps,
the new miniBatt MONSTER also features DUAL USB 5V/4A and
12V/10A output for power and/or charge other 12V devices 
(including compressors, portable fridges,...)

miniBatt MONSTER has an industrial strength Lithium- Cobalt 
(LiCoO2) nano battery that stays charged for 6 months (maximum) 
and takes about 10 hours to recharge by plugging it into your 
home’s 220V mains or your car’s 12V cigarette lighter.

miniBatt
MONSTER 24V
MINI JUMP STARTER 
+ Multi-function charger + LED torchW

Battery capacity:

Sizes & Weight:

Output:

 

Input:

Start Current:

Peak Current:

Operating Temp.:

Life cycles:

35.000 mAh

290 x 235 x 80mm I : 2200 gr.

5V/1A,5V/2A,12V/10A,

12V jump start

24V Jump Start

15V/2A

12V/600A; 24V/300A

12V/1200A; 24V/600A

de -20ºC ~ 60ºC

CE, RoHs, FCC

1000

ESPECIFICACIONES:

PINZAS DE
ARRANQUE 12V / 24VCABLE 3 EN 1



Mini Jump Starter Multi-functional charger Led torch
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